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DCS20 Wireless 1D/2D Code & NFC Card Scanner Box
	Sensor Capability

	Sensor
	Image，CMOS Sensor

	Scanner Speed
	1/120 sec

	Field of View
	Diagonal 70°，Horizontal 55°，Vertical 45°

	Scan Capability

	Scan Precision
	2D≥7.5mil，1D≥4mil

	Depth of Field
	Testing Condition
	Depth of Field

	
	Code 128 10mil 18bytes
	0~90mm

	
	Code 128 18bytes
	0~120mm

	
	QR 10mil 160bytes 
	0~55mm

	
	DM 15mil 100bytes 
	0~90mm

	
	QR 18bytes
	0~255mm

	Scan Angle
	Roll 360°，Pitch ± 70°，Screw ± 70°

	Symbology
	2D Code:

QR Code, Data Matrix, PDF417, Aztec Code, Han Xin Code etc.

1D Code:

UPC-A, UPC-E, EAN-8, EAN-13, ISBN, Code 128, GS1 128, ISBT 128, Code 39, Code93,Code 11, Interleaved 2 of 5, Industrial 2 of 5, Matrix 25, Standard 25, Codabar, MSI/MSI PLESSEY, GS1 DataBar etc.

	Symbol Contrast
	25% Minimum Reflectance

	Notification
	Beeper，LED Light

	Interface
	USB Type-C

	Scan Mode
	Infrared single time mode、Infrared continuous mode

	Setting
	Setting code scanning

	Frequency
	2400MHz

	Communication Distance
	70m(open area)

	Transmission Rate
	1Mbps

	Operation Current
	250mA（Operation）；50mA（Standby）；DC5V±0.25V（Charging）

	Battery Capacity
	2000mAh,Charging time:2h

	NFC

	Card Reading
	13.56Mhz NFC card reading，Type A/B card reading

	Reading Distance
	7cm (maximum)

	LED

	Illumination
	White LED

	Physical Parameter

	Size
	95mm×77mm×67mm (L×W×H)

	Weight
	223g（with battery）

	Material
	ABS

	Stand
	101mm×70mm×60mm（L×W×H）

	Weight of Stand
	91g

	Material of Stand
	Iron

	Environmental Parameter

	Operating Temperature
	0℃-45℃（Operation）；-40℃-60℃（Storage）

	Electrostatic Protection
	±15kV（Air Discharge）；±8kV（Direct Discharge）

	Certificate
	CE
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